
Model No. VA200Pro VA4K

Camera Parameters

Sensor 1/2.9″HD color CMOS Sony IMX415

Video Resolution 1920×1080@60fps etc
3840 x 2160@30fps, 2560 x 

1440@30fps, 1920 x 1080@30fps 

Effective Pixels 2.10 mega pixel 8.29 mega pixel

Field of View 113.8°(D), 97.5°(H), 84.4°(V) 116°(D), 107°(H), 71°(V)

DNR 2D & 3D DNR 2D & 3D DNR

Encoding YUV, MJPG

Digital Zoom N/A N/A

ePTZ N/A Support

AI Function N/A Support

Audio Parameters

Built-in Mic 2 2

Voice Pickup Range 5 meters 5 meters

Built-in Speaker 1 1

Power Supply Type-C Type-C

Input Voltage 5V 5V

Other Parameters

Remote Control N/A N/A

Application Support
Software: Skype, FaceTime, Zoom, Microsoft Teams, Hangouts, OBS, 

Xsplit, etc.

System Requirements Windows 7/8/10 or above,MacOS 10.7 or above,Chrome OS V29.01547 

or above 
Working Temperature 0℃～50℃

Storage Temperature 0 ℃～60℃

Working Humidity 20～85% RH

Product Size 262*72*104mm/300*130*105mm (before / after packing)

Product Weight 0.41kg/0.56kg (net / gross weight)


